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Do  not  assume  content  reflects  current 
scientific  knowledge,  policies,  or  practices. 
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This  farrowing  house  design  for  12  pens  is  primarily 
intended  for  use  in  warm  or  moderate  climates.  Each 
pen  is  8  feet  square  including  a  pig  creep,  and  may  be 
converted  into  a  farrowing  crate  with  two  pig  creeps 
by  installing  a  removable  panel.  Paved  sun  lots  are 
adjacent  to  each  pen  on  the  east  and  west  sides  of  the 
building.  Pen  and  lot  floors  are  sloped  toward  gutters 
outside  the  lot  rows.  At  one  end  of  the  building  there 
are  two  feed  bins  and  a  storage  or  furnace  room  with 
an  adjoining  area  for  washing  the  sows. 

General  features  of  construction  are  shown  on  the 
working  drawings.  Details  are  left  to  the  discretion 
of  the  builder. 

The  use  of  commercially  fabricated  roof  trusses, 
which  are  available  in  many  areas,  is  suggested.  The 
trusses  must  adequately  support  the  roof  structure, 
the  ceiling,  and  the  wind  or  snow  loads  that  may  be 
expected  in  the  area  where  the  building  is  to  be 
erected.  The  metal  roofing,  over  purlins  spaced  24 
inches  on  center,  must  be  rigid  enough  to  carry  these 
loads. 

Shallow  footings  are  shown,  but  they  must  be  set 
deep  enough  to  bear  on  solid  ground  below  the  frostline. 

Masonry  walls  are  constructed  according  to  standard 
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dimensions  shown  on  the  plan  and  may  be  built  of 
standard  8-inch  concrete  block  without  cutting. 

The  space  above  the  insulated  ceiling  is  ventilated 
by  continuous  openings  under  the  sidewall  eaves. 
Air  movement  in  this  space  can  be  improved  by  install- 
ing a  continuous  ridge  ventilator  which  will  permit 
the  escape  of  hot  air  during  the  summer. 

In  the  creeps,  heat  for  the  pigs  may  be  provided 
by  suspending  infrared  lamps  over  them. 
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Working  drawings  may  be  obtained  from  the  extension 
agricultural  engineer  at  your  State  university.  There  may 
be  a  sm€ill  charge  to  cover  cost  of  printing. 

If  you  do  not  know  the  location  of  your  State  university, 
send    your    request    to   Agricultural    Engineer,    Federal 


Extension  Service,  U.S.  Department  of  Agriculture, 
Washington,  D.C.  20250.  He  will  forward  your  request 
to  the  correct  university. 
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